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QUESTION 1

Which two are TRUE regarding the Net-Net 3820 and Net-Net 4500 Fan Module component? 

A. User-serviceable 

B. Self-cleaning 

C. Hot-swappable 

D. Redundant 

E. Liquid cooled 

Correct Answer: BE 

 

QUESTION 2

What two options are available to enable access control in a SIP configuration and how would they be configured? 

A. Configure the allow-anonymous parameter to source-realm. 

B. Configure the al low-anonymous parameter under the sip-port to realm-prefix and configure an ingress realm addr-
prefix to an address that is not 0.0.0.0. 

C. Configure the al low-anonymous parameter under the sip-port to agents-only, then configure your SIP peers as
session agents. 

D. Configure a steering-pool with a smaller subnet than the realm-prefix. 

E. Configure the access-control parameter to realm-prefix. 

Correct Answer: CE 

 

QUESTION 3

What two bits of information may a SIP message contain? 

A. RAS signaling address 

B. Indication of transport method 

C. A fragmentation field that is used when SIP messages are forked and grow too large to fit in a standard IP packet. 

D. An options field, which is used to carry any routing records used to route a call through multiple proxies. 

E. A start-line which contains the type of message, a URI, and the SIP version. 

Correct Answer: BE 

 



QUESTION 4

With a default configuration, how long is the grace period before the Session Border Controller deletes an expired
registration entry from the cache? 

A. 4 seconds 

B. 1 second 

C. 5 seconds 

D. 10 seconds 

E. 30 seconds 

Correct Answer: E 

 

QUESTION 5

The h245-stage parameter in the h323-stack element determines___________. 

A. The stage at which the Net-Net 4500 will start tunneling H.245 messages 

B. The point in the call where H.245 messages are allowed after the call has been connected 

C. The stage at which the Net-Net 4500 will indicate that a separate H.245 connection must be opened 

D. The point at which H.245 will appear on the TCP/IP stack 

E. That two associated h323-stacks have a gatekeeper field defined 

Correct Answer: C 

 

QUESTION 6

By default, the Session Border Controller\\'s FTP, ICMP, SNMP, and Telnet services cannot be accessed via the media
interfaces. In order to enable these services, the Session Border Controller includes four fields that enable
administrative traffic over the media interfaces. These four fields are collectively known as the "HIP". 

What does the acronym HIP stand for? 

A. Host in Path 

B. Host Internet Protocol 

C. Host Interface Priority 

D. Healthy Interface Port 

E. Health Indicator Protocol 

Correct Answer: B 



 

QUESTION 7

Once the management network interface is configured, what can it be used for? 

A. Maintenance activities and Application log retrieval 

B. Software upgrades and System configuration 

C. Telnet, SSH, SNMP, FTP, and SFTP connections 

D. RADIUS CDR transmission 

E. All of the above 

Correct Answer: B 

 

QUESTION 8

What are two differences between the SIP NAT Bridge (SNB) and the Single SIP NAT Homed in a Trusted Network
(SSNHTN) models on the Session Border Controller? 

A. In a SIP-NAT Bridge (SNB), multiple access and backbone realms are allowed. In the SSNHTN model, only one
backbone realm is allowed. 

B. In the SSNHTN model, the home proxy address (HPA)is set to 1.1.1.1, as the HPA is only needed in SNB
architectures. 

C. In the SSNHTN model, the home proxy address(HPA) is set to point to sipd. 

D. In the SSNHTN model, the home address and home proxy address (HPA) are addressed from a range that is in the
backbone realm. 

E. Where is no distinguishable difference between the two models. 

Correct Answer: AC 

 

QUESTION 9

What needs to be done to enable Physical Interface Redundancy (phy link redundancy)? 

A. Set link-redundancy-state to enabled in the system-config. 

B. Set link-redundancy to enabled in the system-config. 

C. Set link-redundancy-state to enabled in the network-interface. 

D. Set link-redundancy to enabled in the network-interface. 

E. Run the superuser command enable phy-redundancy. 

Correct Answer: C 



 

QUESTION 10

Which statement is FALSE about the sub-port-id field within a network-interface configuration? 

A. The value assigned to a sub-port-id field within a network-interface configuration element is globally unique within a
Net-Net 4500\\'s running configuration. 

B. The sub-port-id field has a range of 0-4095. 

C. The sub-port-id represents a VLAN tag value. 

D. The sub-port-id allows for multiple network-interface configuration elements to be bound to a single physical
interface. 

E. Along with a network-interface configuration element\\'s "name" field, comprises the primary key for the element. 

Correct Answer: D 

 

QUESTION 11

Which H.323 signaling technology is used between endpoints to establish a connection? 

A. H.225.0 Q.931 

B. H.225.0 RAS 

C. H.245 

D. H.261 

E. H.263 

Correct Answer: C 

 

QUESTION 12

Which two Net-Net 4500 Realm Bridging models are valid in a SIP environment? 

A. SIP-NAT Bridge (SNB) 

B. Multiple SIP-NATs Hosted in a Home Realm (MSNHHR) 

C. Open System Interconnect (OSI) 

D. Header Manipulation for SIP-NAT Realms (HMSNR) 

E. Single SIP NAT Homed in a Trusted Network (SSNHTN) 

Correct Answer: BE 
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