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QUESTION 1

Click the Exhibit button. 

Router B: MED 100, AS Path (65000 65000), Origin 0 Router C: MED 50, AS Path (65000 65000), Origin 1 Router D:
MED 50, AS Path (65000), Origin 0 

You are the administrator of AS 65000. In the exhibit, there are four links between your network (AS 

65000) and your upstream provider (AS 65001). 

You have an export policy on all of your routers to advertise your routes such that: 

Router A: MED 100, AS Path (65000), Origin 1 

Through which link will traffic from the Web server enter your network (AS 65000)? 

A. Router A 

B. Router B 

C. Router C 

D. Router D 



Correct Answer: D 

 

QUESTION 2

Click the Exhibit button. 

All routers shown in the exhibit are BGP neighbors. R1 must be a route reflector, and R2 through R5 must be clients. R2
should only receive one copy of all routes sent from R4. 

Which configuration is valid? 





A. Option A 

B. Option B 

C. Option C 

D. Option D 

Correct Answer: B 

 

QUESTION 3

Click the Exhibit button. 

In the exhibit, R1 has a loopback address of 192.168.1.1. Its loopback interface is included in OSPF Area 1.Which two
statements are true? (Choose two.) 

A. R1 will advertise the loopback address in a Type 1 LSA. 

B. R1 will advertise the loopback address in a Type 3 LSA. 

C. Area 0 will see the loopback address in a Type 1 LSA. 

D. Area 0 will see the loopback address in a Type 3 LSA. 

Correct Answer: AD 

 

QUESTION 4



Which two scenarios would explain the error shown in the exhibit? (Choose two.) 

A. Packets were dropped in the receive path of the local router. 

B. The local router received a route withdrawal from the peer. 

C. Packets were dropped in the receive path of the peer router. 

D. The local router egress interface towards the peer was congested. 

Correct Answer: CD 

 

QUESTION 5



You have been asked to troubleshoot an OSPF problem where the OSPF session will not establish. According to the
outputs shown in the exhibit, which statement is true? 

A. The hold-time interval is set too low. 

B. There is an MTU mismatch. 

C. The hold-time interval is set too high. 

D. The dead-interval is set too low. 

Correct Answer: B 

 



QUESTION 6

Click the Exhibit button. 

You work for ISP A, as shown in the exhibit, and must configure R1 to use load balancing across both available links for
all routes to ISP B\\'s network. You start by configuring this policy: 

policy-statement load-balance { 

then { 

load-balance per-packet; 

} 

} 

Which two commands do you use to finish the configuration? (Choose two.) 

A. set protocols bgp group isp-b multihop 

B. set routing-options forwarding-table export load-balance 

C. set routing-options forwarding-table import load-balance 

D. set protocols bgp group isp-b multipath 

Correct Answer: BD 

 

QUESTION 7

Click the Exhibit button. 



What would happen if the guaranteed-rate command is removed from the configuration shown in the exhibit? 

A. The logical interface gets a minimal bandwidth reservation. 

B. The minimum-rate command should be configured instead. 

C. The logical interface receives no bandwidth constraints. 

D. The transmit-rate command should be configured instead. 

Correct Answer: A 

 

QUESTION 8

Click the Exhibit button. 



Referring to the exhibit, which type of traffic protection mechanism is used for the LSP? 

A. link-protection 

B. fast-reroute 

C. node-link-protection 

D. bypass 

Correct Answer: B 

 

QUESTION 9

In an interdomain multicast deployment scenario, RP1 is in AS1 and RP2 is in AS2. MSDP is configured between RP1
and RP2 A source in AS1 and a receiver in AS2 have just become active. What initially triggers RP1 to send source-
active messages (SAs) to RP2? 

A. A join-to-RP message is sent from RP2 to RP1. 

B. A join-to-source message is sent from RP2 to RP1 



C. A register message is received on RP1. 

D. A register message is received on RP2. 

Correct Answer: C 

 

QUESTION 10

In your network, customers are complaining about the performance of voice traffic. 

Which command displays the number of packets dropped due to the drop profile configured? 

A. show interfaces queue ge-1/0/0 

B. show interfaces terse 

C. show class-of-service interface ge-1/0/0 

D. show class-of-service forwarding-class 

Correct Answer: A 

 

QUESTION 11

Click the Exhibit button. 



You are provisioning a full-mesh BGP Layer 2 VPN for Customer A. The customer has four remote sites in their
network. Using best practices, you assigned interface unit numbers matching the assigned VLAN numbers. Which Layer
2 VPN configuration is correct for PE2? 

A. Option A 

B. Option B 

C. Option C 



D. Option D 

Correct Answer: C 

 

QUESTION 12

Which statement is true about ASM and/ or SSM multicast? 

A. ASM requires an external mechanism to find the source. 

B. SSM only builds RPT trees, since the RP is replaced by an external mechanism. 

C. ASM and SSM for IPv6 multicast use embedded RP. 

D. SSM does not require MSDP. 

Correct Answer: D 
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