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QUESTION 1

What is a virtual router? 

A. A NetScreen device that has been configured for route mode 

B. The interconnection between a NetScreen device and a 3rd party router 

C. The logical separation of one physical NetScreen device into multiple separate router tables 

D. The physical connection between two separate NetScreen devices into a single logical router 

Correct Answer: C 

 

QUESTION 2

Which three (3) tunneling options supported by the NetScreen Remote Client? 

A. Split-tunneling 

B. Block-tunneling 

C. Mixed-tunneling 

D. Cross-tunneling 

E. Central-tunneling 

Correct Answer: ABE 

 

QUESTION 3

What is a zone used for? 

A. to bundle interfaces together for redundancy 

B. to bundle interfaces sharing identical security requirements 

C. to provide a tunneled connection across a network 

D. to protect against spam attacks 

Correct Answer: D 

 

QUESTION 4

Which statement about hashing algorithms is correct? 

A. They are used to provide data source origin authentication. 



B. The output they generate varies based on the size of the input data. 

C. They can be used instead of encryption algorithms for IPSec-based VPN networks. 

D. The output they generate is reversible provided that the same key is used at both end devices. 

Correct Answer: A 

 

QUESTION 5

What are two (2) benefits of configuring the Netscreen in Transparent mode? 

A. There is no need for IP addresses even for remote management 

B. There is no need to reconfigure the IP addresses of routers or protected Servers 

C. There is no need to create Mapped or Virtual IPs for incoming traffic to reach protected servers 

D. Policies are easier to create since you do not have to include Source and Destination IP addresses 

E. The product can support more VPNs and obtain greater throughput because there is less overhead to manage 

Correct Answer: BC 

 

QUESTION 6

Assuming factory default settings, which statement describes the minimum requirements for WebUI management
access to the SSG 5? 

A. Connect a PC addressed on the 192.168.1.0 subnet to any interface, open a browser and access 

192.168.1.1. 

B. Terminate the bootup sequence from the console device, open a browser on the console device and access
192.168.1.1. 

C. Connect a PC addressed on the 192.168.1.0 subnet, to the highest numbered interface and open a browser and
access 192.168.1.1. 

D. Using the CLI, define an IP address on a physical interface, connect a PC to the interface and open a browser to the
interface address. 

Correct Answer: C 

 

QUESTION 7

-- Exhibit -



-- Exhibit -Click the Exhibit button. In the exhibit, which two forms of address translation would have generated the
output shown? (Choose 

two.) 

A. MIP 

B. Interface-based translation 

C. NAT-src with a DIP, fixed-port enabled 

D. NAT-src with a DIP, fixed-port disabled 

Correct Answer: AC 

 

QUESTION 8

-- Exhibit -

-- Exhibit -Click the Exhibit button. 

In this route-based VPN configuration, where are the two policies going to be required? (Choose two.) 

A. SSG 5 - trust to untrust 

B. SSG 5 - untrust to trust 

C. SSG 550 - trust to untrust 

D. SSG 550 - untrust to trust 

Correct Answer: CD 

 



QUESTION 9

What are three components of a tunnel interface configuration? (Choose three.) 

A. zone 

B. virtual router 

C. subnet mask 

D. IP addressing 

E. virtual system 

Correct Answer: ACD 

 

QUESTION 10

Which three steps are necessary to configure WebAuth authentication? (Choose three.) 

A. Create a user database. 

B. Configure a WebAuth address. 

C. Configure a manage-ip address. 

D. Configure an authentication policy. 

E. Configure a policy permitting port 80 or 443. 

Correct Answer: ABD 

 

QUESTION 11

You are looking at the event log of the responding device and it says: Rejected an initial Phase 1 packet from an
unrecognized peer gateway What are three likely reasons for the failure? (Choose three.) 

A. The peer ID is misconfigured. 

B. The default gateway is missing. 

C. The preshare keys are mismatched. 

D. The gateway address is misconfigured. 

E. The outgoing interface is misconfigured. 

Correct Answer: ADE 

 

QUESTION 12



What parameter(s) can you modify on a pre-configured service? 

A. Protocol timeout 

B. Source port, Destination port and protocol 

C. Source port range, Destination port range, and protocol 

D. Source IP, Source port range, Destination IP, Destination port range, and protocol 

Correct Answer: A 
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